
1
2
3
4
5
6
7
8
9

10
11
12
13
14
15
16
17
18
19
20
21
22
23
24
25
26
27

A B C D E F G H I
D200 Dip Switch Settings All Pin Number references are on the printer Centronics socket.

Block  Pos. On Off
SW1

1 132 col 80 Col
2 Slashed 0 normal 0
3 Detect Paper out Ignore Paper Out
4 2k Input Buffer 0.8k Input Buffer
5 Emphasized Text Normal Text
6 On for USA Charset
7 On for USA Charset
8 On for USA Charset

SW2
1 IBM Control set Epson Control Set
2 Select In (pin 36) Fixed Select In (pin 36) live Select input pin 36. Pin 13 is printer → host online.
3 1 inch skip over perf. No skip over perforation.
4 Automatic Line Feed Host Controls Line Feed
5 8 bit character length 7 Bit Character Length RS232 word length (8 bit for parallel)
6 on for 9600 baud Off for Parallel
7 Off for Parallel or 9600 baud
8 Off for Parallel or 9600 baud

SW3 1 On for Ready/Busy Off for ETX/ACK or XON/XOFF Flow control. Should be ready/busy for parallel
2 On for Ready/Busy Off for ETX/ACK, on for XON/XOFF
3 Parity Check No Parity Check RS232 parity check
4 Vertical Increment n/144 Vertical Increment n/216
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